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C150™ HYDRACUTTER SPECIFICA TIONS 

C150™ FEATURES & BENEFIT S
•

•

•

• Cast aluminum ergonomic frame enhances cutting
sion while reducing operator fatigue.

• Cushioned handles and balanced weight distribution
enhance cutting with minimal force.

• Dual function trigger starts and stops tool and water
simultaneously .

• Trigger lockout safety feature is standard.

• Water flow system delivers maximum lubrication,
ling, and abrasive flushing through internal water

passages in the bars.

• Roller nose spr ock et maximiz es chain and bar lif e.

• 15 in. bar pr ovides full 15 in. cutting depth.

• 20 in. bar pr ovides full 20 in. cutting depth.

• 30 in. bar pr ovides full 30 in. cutting depth.

• Choose fr om Diamond segment ed chains:

S-series chains cut medium soft t o v ery har d aggr ega te
with moder ate t o hea vy steel r ebar .

L-series chains cut gr een c oncr ete, brick, and c oncr ete
block without s teel r ebar .

• Can be po wered b y an RGC or Hy dr aPak or an y other
compa tible power sour ce.

The C150 TM-8 is equipped with a powerful hydraulic 
motor that requires up to 8 gpm @ 2000-2500 psi. 
11.7 hp @ 8 gpm and 2500 psi.

The C150TM-12 is equipped with a powerful 
hydraulic motor that requires up to 12 gpm @ 
2000-2500 psi. 17.4 hp @ 12 gpm and 2500 psi.

Makes clean plunge, bottom, notch, trim, and corner 
cuts without over cutting.


